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VLF40-002
2.92mm Vertical Launch, 40GHz

VLF40-002
DWG NO REVAPPROVAL DATE

Notes (Unless Otherwise Specified):

  All Dimensions are in Inches.

  All Angles are in Degrees.

  All Dimensions in (XXX) are in Millimeters.

1.

2.

3.

A

2.92mm (SMK)
Female Interface
Per IEEE-287
and MIL-STD-348B

.25-36 UNS-2A

O .390
9.91

.282
7.16

.223
5.66

.453
11.51

.378
9.59

.167
4.24

Max Mounting
Screw Protursion

-RP-

.065
1.65

B
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.0030

.0005
0.08
0.01

Probe Height

.003
0.08

Grounding Ring
Height

O .052
1.31

Grounding Ring
Inside Diameter

O .170
4.32

Grounding Ring
Outside Diameter

.015
0.38O

Center
Contact

2X #0-80 UNF 

MATERIAL TABLE
ITEM MATERIAL

Housing 303 Stainless Steel, Steel Cres Alloy UNS S30300 per ASTM A582,
Passivated Per AMS2700 Method1 Type 2

Dielectric Neoflon Per ASTM D1430

Center Conductor BeCu Alloy UNS C17300 Cond. TH04 per ASTM B196,
Gold Plated per MIL-DLT-45204

BR 12/01/20

.210
5.33O

.210
5.33O


